C-5

CANTILEVER OR CONTINUOUS BEAM / COLUMN CONNECTION

ANCHORS W/D. S. COIL NUTS & CONC. BEAM PRECAST

BEARING PAD

TO BE GROUTED SOLID

SLEEVE CAST IN BEAM

BEAM W/ EPOXY

AND SET INTO

BARS DRILLED

PRECAST CONC.

CONC. BEAM

CANT/CONT. PRECAST

PRECAST CONC.

COL (UPPER)

PRECAST CONC.

CORBEL PL. ASSEMBLY

FILL POCKET SOLID

EJECTION W/ GROUT AFTER

DISCLAIMER: The Canadian Precast/Prestressed Concrete Institute cannot accept responsibility for any errors or oversights in the use of this material or the preparation of architectural or engineering plans. The designer or professional must recognize that this detail is intended for use by professional personnel competent to evaluate the significance and limitations of its contents and be able to accept responsibility for the application of the material it contains. Users are encouraged to offer comments to the Canadian Precast/Prestressed Concrete Institute regarding the information found in this detail. The design professional must recognize that the detail is intended for use by professional personnel competent to evaluate the significance and limitations of its contents. Any errors or oversights in the use of this material or the preparation of architectural or engineering plans must be accepted by the designer or professional. The Canadian Precast/Prestressed Concrete Institute cannot accept responsibility for any errors or oversights in the use of this material or the preparation of architectural or engineering plans. Users are encouraged to offer comments to the Canadian Precast/Prestressed Concrete Institute regarding the information found in this detail.